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Consumer Product Safety Commission § 1510.4 

PART 1510—REQUIREMENTS FOR 
RATTLES 

Sec. 
1510.1 Scope and purpose of part 1510. 
1510.2 Definition. 
1510.3 Requirements. 
1510.4 Test procedure. 

AUTHORITY: Secs. 2(f)(1)(D), (q)(1)(A), (s), 
3(e)(1), 64 Stat. 372, 374, 375, as amended 80 
Stat. 1304–05, 83 Stat. 187–89 (15 U.S.C. 1261, 
1262); sec. 30(a), 86 Stat. 1231 (15 U.S.C. 
2079(a)). 

SOURCE: 43 FR 22002, May 23, 1978, unless 
otherwise noted. 

§ 1510.1 Scope and purpose of part 
1510. 

This part 1510 sets forth the require-
ment whereby rattles (as defined in 
§ 1510.2) are not banned articles under 
§ 1500.18(a)(15) of this chapter. The pur-
pose of these requirements is to ensure 
that certain infant rattles which may 
cause choking and/or suffocation be-
cause their design or construction per-
mits them to enter into an infant’s 
mouth and become lodged in the throat 
are eliminated from interstate com-
merce. 

§ 1510.2 Definition. 
For the purposes of this part 1510, a 

rattle is an infant’s toy, intended to be 
hand held, usually containing pellets 
or other small objects and which pro-
duces sounds when shaken. Examples 
of products which may have similar 
noisemaking characteristics but which 
are excluded from the scope of this def-
inition are: dolls, stuffed animals, crib 
exercisers, crib mobiles, pull toys, shoe 
lace holders, bells which are not part of 

the noisemaking component of a rattle, 
plastic keys or other figures on loops 
or chains which produce sound by 
striking together, games, puzzles and 
musical instruments such as tambou-
rines, castanets, and maracas. 

§ 1510.3 Requirements. 

No portion of a rattle, when tested in 
accordance with the procedure of 
§ 1510.4 below, shall be capable of enter-
ing and penetrating to the full depth of 
a cavity in a test fixture with dimen-
sions shown in figure 1. (In determining 
these dimensions for compliance pur-
poses, the English measurements shall 
be used. Metric equivalents are in-
cluded for convenience.) Rattles shall 
meet this requirement both before and 
after performing the use and abuse 
tests of § 1500.51 of this chapter (exclud-
ing the bite and flexure tests of para-
graphs (c) and (d)). 

§ 1510.4 Test procedure. 

Place the test fixture shown in figure 
1 on a horizontal plane surface. Under 
its own weight and in a non-com-
pressed state apply any portion of the 
test sample in the most adverse ori-
entation to the opening in the test fix-
ture. Repeat this procedure after per-
forming the use and abuse tests of 
§ 1500.51 (excluding the bite and flexure 
tests of paragraphs (c) and (d) of this 
section). In testing to ensure compli-
ance with this regulation, the measure-
ments of the opening of the Commis-
sion’s test fixture will be no greater 
than those shown in Figure 1 and the 
depth of the fixture used will be no less 
than that shown in figure 1. 
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